
 

 

  



 

 

3-Way Flow Control Valve SR3 
 

 

Description 

The SR3 3-way flow control valve opens a drain to the tank as 
soon as the set volume flow to the consumer has been 
reached. The set volume flow is largely independent of 
pressure fluctuations of the consumer or the inlet pressure. 
The arrangement of the connections allows for advantageous 
and easy insertion into the cable routing. 
The SR3 is also optionally available with an integrated pressure 
relief valve, so that reliable maximum pressure protection of the 
consumer is possible. 

 
 

 

 Speci f ications   

Working pressure: max. 250 bar volume 
flow:  adjustable 0...60 l/min 

Inlet max. 60 l/min 
Operating media: Mineral oils according to 
DIN 51524, 

Others on request 
Viscosity range: 3 – 400 cSt 

Filtration: min. 25 μm 
operating temperature: -20 °C – +80 
°C 
Weight: 1.00 kg 
Connections: G 1/2" 
Material: Housing: Aluminum 

Valves: Steel galv. 
galvanized 

 
 

 

 Symbol ic  images  

without pressure relief function with pressure relief function (-LAN) 

 

 
 
 
 

 

Available versions / type code 
 

SR3 – 60 – 1/2" – LAN 
       

3-Way Flow Control Valve 
Control range 

[l/min] 
Connections 

[Female Thread] Option 

 
LAN = with integrated 

pressure relief valve, 

adjustment range 30–210 

bar 

Pipeline housing G 1/2" ● max. 250 bar ● max. 60 l/min 



 

 

 

 

 

 

without pressure relief function 
 

 
 
 

 
with pressure relief function (-LAN) 

 

 

 
 
 
  

Dimensions HM3/060703+060705 



 

 

 
 

 
 
 
 
 
 
 
 


