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Check valve RHR

Table of contents Contents					     Page

Characteristics 	� Screw-in check valve

	� Various sizes available

	� Compact design

	� Maintenance-free

Max. operating pressure 350 bar
Max. flow rate up to 120 l/min
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WEBER-HYDRAULIK GMBH
Am Wollmatinger Ried 12 
78479 Reichenau, Germany
Phone: +49 7531 9748-0

www.weber-hydraulik.com
info.de-k@weber-hydraulik.com

Subject to changes

Check valve Check valve

Characteristic curves

Hydraulic 
characteristics

Max operating pressure: 350 bar, for RHR-34: 500 bar
Rated flow rate: Max. 120 l/min
Flow direction From 1 to 2
Pressure setting range: See type code
Operating fluids: Mineral oils according to DIN 51524, others on request
Viscosity range: 7.4 - 420 cSt
Filtration: Oil purity according to ISO 4406 (1999) 

18/16/13, filter with ß 5(c) > 200

Technical data

Mechanical 
characteristics

Design: Screw-in valve
Size G 1/4“, G 3/8“, G 1/2“, G 3/4“
Fluid temperature: -25 ° C to +80 ° C
Ambient temperature: -30 ° C to +80 ° C
Storage temperature: -30 ° C to +80 ° C (non-condensing)
Installation position: Any
Weight: See the table in the dimensions section
Materials: Valve parts: Steel 

Seal: NBR

Dimensions
Check valve RHR

HE4/14 31 12

NOTE The pressure at connection 2 is added directly to the crack pressure.

Type code

Accessories/spare parts Article: 	 Material number:
Mounting tool W1 for RHR-14 	 139.0001
Mounting tool W2 for RHR-38 	 139.0002
Mounting tool W5 for RHR-12 	 139.0005
Mounting tool W7 for RHR-34 	 139.0020

Accessories and further information

Operating manual Information regarding assembly, commissioning and maintenance is available in 
section 11, “General information” in the “General Operating Manual” category or 
on request.

0 20 40 60 80 100 1200

1

2

3

4

5
G34

G12G38G14

Δ
p 

[b
ar

]

Q [l/min]

Pressure loss characteristic curve (Δp/Q) RHR

Z ( 2 : 1 )

Z ( 2 : 1 )

 

 

1 2 3 4

A

B

C

D

E
D

IE
S

E
 V

O
R

LA
G

E 
IS

T 
G

E
H

EI
M

ZU
H

A
LT

EN
. F

U
E

R
 D

E
N

 F
AL

L 
D

ER
 E

R
TE

IL
U

N
G

 E
IN

ES
 S

C
H

U
TZ

R
E

C
H

TE
S

 B
E

H
AL

TE
N

 W
IR

 U
N

S 
A

LL
E

 R
E

C
H

TE
 V

O
R

.
TH

IS
 D

O
C

U
M

E
N

T 
IS

 C
O

N
FI

D
E

N
TI

A
L.

 A
LL

 R
IG

H
TS

 R
E

SE
R

VE
D

 IN
 T

H
E

 E
V

E
N

T 
O

F 
TH

E
 G

R
A

N
T 

O
F 

A
 P

A
TE

N
T.

F

.

ENTSTANDEN AUS

RAW MAT. NO.

WERKSTOFF

DERIVATE FROM

1.0718  11SMnPb30

HALBZEUG

MATERIAL

V11

REPL. FOR

ART.-NR. / PART NO.

FORMAT
REVISION
REVISION

GEAEND.

HE4 / 14 31 12
ERSATZ FUER

MODIF.

A4

GEPR.
CHECK

AEND.-DATUM

BLATT

DRAW.

PAGE

MOD. DATE

MOD. NO.
AEND.-NR.30.07.2014

Lu. B.

SIZE

DATUM

DRAWING NO.
ZEICHN.-NR.

OF
VON

MASZSTAB

WEIGHT
GEWICHT[KG]

BENENNUNG / TITLE

SCALE

 
RHR

DATE
GEZ.

FLUID TEAM Automationstechnik GmbH
D-78467 Konstanz

ALLG. TOL. / GEN. TOL.

VERANT.
RESP.
NAV.
NAV.

ISO 2768 - 

EN ISO 1302

ISO 13715

OBERFLAECHEN / SURFACE

KANTEN / EDGE

x

 
1 : 1

1 1

 

  

 

2

1 

1 2 2 1 <
DG

<H

G

C

B

G

<H

<D

A


EZ

59° Rz6,3

Z

59°

Rz6,3

Size 
G

A Ø 
[mm]

B 
[mm]

C 
[mm]

E Ø 
[mm]

Weight 
[g]

Assembly 
[Nm]

G 1/4“ 8.5 8.8 4.4 2.2 5 15
G 3/8“ 10.8 12 7 3 15 20
G 1/2“ 14.2 14.7 8 3.8 19 30
G 3/4“ 18.5 17.5 10 4.6 45 80

-RHR

Check valve Size Max. flow rate 
[l/min]

Crack pressure 
[bar]

14 G 1/4“ 20 < 0.5 
38 G 3/8“ 50 < 0.5 
12 G 1/2“ 80 < 0.5 
34 G 3/4“ 120 0.1

Measurement 
conditions Oil: HLP 32, temperature: 40 ° C (~32 cSt).

Higher viscosities change the characteristic curves.

NOTE A detailed drawing of the cavity is provided in section 11, “General information” at 
www.weber-hydraulik.com.

Standard program


