
 

 

  

 

  



 

 

 SLV accumulator loading valve 
 

 

Description 

The WEBER-HYDRAULIK ValveTech Storage Charge Valve SLV is 
a switching valve with a pressure-dependent switching point. The 
switching pressure is tapped in port B (memory). When the switching 
pressure is reached, the valve opens the connection from port P to T, 
the pump is in non-pressurized circulation. As soon as the pressure 
in port B has sunk to the reversal point, the valve closes the 
connection from P to T, and the memory is recharged. Depending on 
the type, the reversal pressure is e.g. approx. 15% below the set 
switching pressure (= reverse hysteresis). 
The SLV is available as NG 6 (SLV 6) and NG 10 (SLV 10) surface-
mounted plates. The adjustment can be done at our factory. 
An adjustment protection is available as an option. 
If the storage tank is connected directly to the mounting plate, 
devices with an integrated check valve are available. 

 Specifications  

Hydraulic parameters 

Working pressure: max. 315 bar 
Setting pressure: see Type Keys 
Hysteresis: see Type Keys 
Flow: SLV 6: max. 30 l/min 

SLV 10: max. 60 l/min 
Operating media: Mineral oils according to 

DIN 51524, others on 
request 

Viscosity range: 3 – 400 cSt 
Filtration: min. 25 μm 

Mechanical parameters 

Design: Pilot Operated 
Operating temperature: -20 °C – +80 °C 
Installation position: any 
Weight: SLV 6: 1.3 kg; 

SLV 10: 1.9 kg 
Materials: Valve Parts: Steel 

Housing: Aluminum 
Seals: NBR (Viton available) Back-up rings: 
Teflon; PU 

Protective coating: Valve electro-galvanized 
Anodized housing 

 

 Symbolic images  
 

Available versions / type code 

 

Mounting plate NG 6, NG 10 ● max. 315 bar ● max. 30 bzw. 60l/min 

0  = without check valve 

RV = with check valve 

210 – SLV 6 

15 = 15% 

On request: 

20 = 20% 

30 = 30% 

50 = 50% 

Hysteresis 

15 – 3 – RV 

Storage Charge Valve, 
Mounting Plate 

Setting pressure range 

55 = 18 – 55 bar 

105 = 35 – 105 bar 

210 = 70 – 210 bar 

350 = 140 – 315 bar 
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Check valve 'P' to 'B' 
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Available versions: 



 

 

Dimensions 

 SLV 6 with / without check valve  
 

HM3/071401 

 SLV 10  
 

HM3/001401 



 

 

 


